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. - ,’ C uUsS
;. ,—, . 7 Recognized to U.S. & Canadian requirements
~r . — : - der the C R iti f
e mponent - File # E 201712 T - e e

For 10,000 Amp Fault Current per UL 810

(¢])'} General purpose, mainly for single phase AC loads such as fans, motors, coolers, HID lamps,
air-conditioners and other small appliances.

| «Self Healing Properties  « Low Dissipation Factor S2 Safety Class to IEC 60252-1 (2013)
o UL Approved Components (File: E201712) «IEC 60252-1 Compliant
¢1SO 9001:2015 Compliant ,
~_ CONSTRUCTION 1S capacitor elements are formed by winding low loss, self-healing, metallized polypropylene

(MPP) film on thermoplastic cores. High speed, computerized winding machines are used for this purpose. The A
film tension is maintained at a constant value throughout the winding process assuring a first-class product.

RN Aluminum cans.

WL EE T Tin-plate covers provided with UL-approved internal over-pressure interrupters, rated at
| 10,000 AFC.

VIANUFACTURING & TESTING STANDARDS |
o UL 810: UL Standard for Safety for Capacitors.

» IEC 60252-1 Final Version: AC motors Capacitors Part 1: General Performance, testing and rating-Safety
requirements-Guide for installation and operation.

» IEC 61048 Auxiliaries for Lamps-Capacitors for use in tabular fluorescent and other discharge lamp circuits-
-General and safety requirements.

*JISC 4908 Japanese Industrial Standard for Capacitors. .

e SERIES Mi
MIR: Single Rating, Round Can MIRD: Dual Rating, Round Can
MIV: Single Rating, Oval Can MIVD: Dual Rating, Oval Can

« RATED VOLTAGES: 370, 440. Please contact for other voltages.
« RATED CASE TEMPERATURE: -25 Cc/ +70C (other temperature ratlngs available)s:

* DISSIPATION FACTOR: Less than 0.0040 at 50Hz <
e CAPACITANCE TOLARENCE: :6%
e FREQUENCY: 50/60 Hz

* TEST VOLTAGE BETWEEN TERMINALS: FOR ROUTINE TEST: 2.0 Un fgr 2 seconds
FOR TYPE TEST: 2.0 Un for 60 seconds

o TEST VOLTAGE BETWEEN TERMINALS AND CONTAINER: 2.3kV for 10 seconds
« MAXIMUM FAULT CURRENT: 10,000 Amps

DD THETCTEAETETI S L Discharge resistor fitted in Capacitor for use in tubular fluorescent and other
discharge lamp circuits to reduce the voltage to a level below 50V within 1 minute of switch-off.

SINGLE RATING: 2 Nos. Quadruple (4 blade) qnick-connect 0.25” (6.3mm)

DUAL RATING :1 No. Double (2 blade) quick-connect 0.25” (6.3mm) marked F
2 Nos. Quadruple (4 blade) qmck-connect 0.25"” (6. 3mm) marked Herm and C

__TERMINALS

I509001 2015CERTIFIED
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> 370VAC 440VAC
Capacitance — —
PF Part Diameter Height Part Diameter Height
Number [inch [ mm [inch [ mm | Number Finch Tmm [inch [ mm

30 |MI37015R300( 2.0 | 50.8 | 3.46 | 88 |MI44015R300| 2.0 | 50.8 | 4.06 | 103
35 |MI37015R350| 2.0 | 50.8 | 4.06 | 103 |MI44015R350| 2.0 | 50.8 | 4.06 | 103
50 [MI37020R500( 2.5 | 63.5|3.07 | 78 - - - -
20 |MI37030R200( 2.0 |50.8|2.68 | 68 |MI44030R200| 2.0 | 50.8 | 3.07 | 78
25 |MI37030R250| 2.0 |50.8|3.07 | 78 |MI44030R250| 2.0 | 50.8 | 3.46 | 88
30 |MI37030R300| 2.0 | 50.8 |3.07 | 78 |MI44030R300| 2.0 | 50.8 | 4.06 | 103
35 |MI37030R350| 2.0 | 50.8 |3.46 | 88 |MI44030R350| 2.0 | 50.8 | 4.06 | 103
40 [MI37030R400| 2.0 | 50.8 | 4.06 | 1063 |MI44030R400| 2.5 | 63.5|3.07 | 78

AMBER
HEAVY DUTY
Mi44100R800
80/10,7+5%

SH,5240/85/21
SHS2,40/85/21 : .
10,000 A2 NG PO’ 10,000 AFC No PCB'S

YW soreoHz H . - YW soisoHz 4

N €
o e , UL File 201721 45 |MI37030R450| 2.0 |50.8 | 4.06 | 103 |MI44030R450| 2.5 | 63.5[3.46| 88
C22.2 No. 190 - - c €22.2 No. 190 4 -
Made n pakistan s Velbnin ke i 50 |MI37030R500| 2.0 |50.8 | 4.06 | 103 |MI44030R500| 2.5 |63.5|3.46| 88

i 2
10,000 AFG No PCB'S YW s0/6oHz  3F

YW 50/60Hz

55 |MI37030R550( 2.50 | 63.5 | 3.07 | 78 |MI44030R550| 2.5 | 63.5| 4.06 | 103
60 |MI37030R600| 2.50 | 63.5 | 3.46 | 88 |MI44030R600| 2.5 | 63.5| 4.06 | 103
25 |MI37040R250| 2.0 | 50.8 | 3.07 | 78 |MI44040R250| 2.0 | 50.8 | 3.46 | 88
35 |MI37040R350| 2.0 | 50.8 | 3.46 | 88 |MI44040R350| 2.0 | 50.8 | 4.06 | 103
40 |MI37040R400| 2.0 | 50.8 | 3.46 | 88 |MI44040R400| 2.5 | 63.5/3.46| 88
45 |MI37040R450| 2.5 | 63.5 (3.07 | 78 |MI44040R450| 2.5 | 63.5|3.46 | 88

<3
e ULFlle E201721
B ©22.2 No. 190
UL File 201721 Made in Pakistan

Mads in pekistan

50 |MI37040R500| 2.5 | 63.5|3.07 | 78 |MI44040R500| 2.5 | 63.5|3.46 | 88

15 |MI37050R150| 2.0 | 50.8 | 2.68 | 68 |MI44050R150| 2.0 | 50.8 [ 3.07 | 78

20 |MI37050R200| 2.0 |50.8|2.68 | 68 |MI44050R200| 2.0 | 50.8 | 3.07 | 78

25 [MI37050R250( 2.0 | 50.8 |3.07 | 78 |MI44050R250| 2.0 | 50.8 | 3.46 | 88

30 |MI37050R300| 2.0 |50.8 | 3.46 | 88 |MI44050R300| 2.0 | 50.8 | 4.06 | 103

) 370VAC 440VAC
Capacitanc - - - 35 |MI37050R350| 2.0 | 50.8 |3.46 | 88 |MI44050R350| 2.0 | 50.8 | 4.06 | 103
pF 2 Dipmeter, e ghs b Diometer, | MI37050R400| 2.0 |50.8 | 4.06 | 103 |MI44050R400| 2.5 | 63.5|3.46 | 88
40 . 8]406] 1 . 5034

Number linch [ mm [ inch | mm | Number Finch ['mm [inch | mm
45 |MI37050R450| 2.0 | 50.8|4.06 | 103 |MI44050R450| 2.5 | 63.5|3.46| 88

15 MI37015R | 1.77 | 45 | 217 | 55 | MI44015R | 1.77 | 45 | 217 55
50 |MI37050R500| 2.0 | 50.8 | 4.06 | 103 [MI44050R500| 2.5 | 63.5 | 4.06 | 103

2.0 MI37020R | 1.77 | 45 |2.17| 55 | MI44020R | 1.77 | 45 |2.17| 55
55 |MI37050R550| 2.5 | 63.5|3.46 | 88 |MI44050R550| 2.5 | 63.5 | 4.06 | 103

2.5 MI37025R | 1.77| 45 |2.17 | 55 | MI44025R [ 1.77| 45 |2.17| 55
60 |MI37050R600| 2.5 | 63.5|3.46 | 88 |MI44050R600| 2.5 | 63.5 | 4.06 | 103

3.0 MI37030R | 1.77 | 45 |2.17| 55 | MI44030R | 1.77| 45 |2.17| 55
65 [MI37050R650| 2.5 | 63.5|3.46 | 88 |MI44050R650( 2.5 | 63.5|5.04 | 128

35 MI37035R [ 1.77 | 45 [2.17 | 55 | MI44035R [ 1.77| 45 |27/ 55
0 3R L 70 |MI37050R700| 2.5 | 63.5 | 4.06 | 103 |MI44050R700| 2.5 | 63.5|5.04 | 128
L MiEioaon [T any 2 s MiglomoR [[177 | & [2.17] > 80 |MI37050R800| 2.5 | 63.5 | 4.06 | 103 |MI44050R800| 2.5 | 63.5|5.04 | 128
2 Mo L0 3 200 B L MRl (L 0 2 U 30 |MI137060R300] 2.0 | 50.8 | 3.46| 88 |MI44060R300| 2.0 | 50.8 | 4.06| 103
a0 MIB/Z050R [ 177 | 45 [2.17| 55 | MIIA4050R | 177 | 45 | 217 [ 5 35 [MI37060R350| 2.0 | 50.8|3.46| 88 |MI44060R350] 2.0 [50.8]4.06] 103
55 MI37055R | 1.77 | 45 |2.17| 55 | MI44055R | 1.77 | 45 | 217 55 40 [MI37060R400| 2.0 |50.8 | 4.06 | 103 |MI44060R400| 2.5 | 63.5 |3.46 | 88
6.0 MI37060R | 1.77 | 45 |2.17| 55 | MI44060R | 1.77 | 45 | 2.17| 55 45 [MI37060R450| 2.0 |50.8 | 4.06 | 103 |MI44060R450| 2.5 | 63.5 |3.46 | 88
7.0 MI37070R | 1.77 | 45 |2.17 | 55 | MI44070R | 1.77 | 45 |2.17]| 55 50 [MI37060R500| 2.0 | 50.8 | 4.06 | 103 |MI44060R500| 2.5 | 63.5 | 4.06 | 103
7.5 MI37075R | 1.77 | 45 |2.17| 55 | MI44075R | 1.77| 45 |2.17| 55 55 |MI37060R550| 2.5 | 63.5|3.46 | 88 |MI44060R550| 2.5 | 63.5 | 4.06 | 103
8.0 MI37080R | 1.77 | 45 | 2.17 | 55 | MI44080R | 1.77 | 45 |2.17] 55 60 |MI37060R600| 2.5 | 63.5|3.46| 88 |mia4060R600| 2.5 | 63.5] 4.06 | 103
8.5 MI37085R | 1.77 | 45 |2.17 | 55 | MI44085R | 1.77 | 45 |2.17| 55 65 |MI37060R650| 2.5 | 63.5|3.46 | 88 |MI44060R650| 2.5 | 63.5|5.04 | 128

10.0 MI37100R | 1.77 | 45 |2.17 | 55 | MI44100R | 1.77 | 45 |2.17 | 55
12.0 MI37120R | 1.77 | 45 |2.17 | 55 | MI44120R | 1.77 | 45 |2.95| 75
125 MI37125R [ 1.77 | 45 |2.17 | 55 | MI44125R [ 1.77 | 45 | 2.56| 65
15.0 MI37150R | 1.77 | 45 |2.17 | 55 | MI44150R | 1.77 | 45 | 2.56| 65
17.5 MI37175R [ 1.77 | 45 | 2.56| 65 | MI44175R | 1.77 | 45 | 2.95| 75
20.0 MI37200R | 1.77 | 45 | 2.56| 65 | MI44200R | 1.77 | 45 |2.95| 75
25.0 MI37250R | 1.77 | 45 |2.95| 75 | MI44250R | 1.77 | 45 | 3.94| 100
30.0 MI37300R | 1.77 | 45 |3.35| 85 | MI44300R | 1.77 | 45 |3.94| 100
35.0 MI37350R | 1.77 | 45 |3.94| 100 | MI44350R | 2.00 | 50.8 | 4.06 | 103
40.0 MI37400R | 2.00 | 50.8 | 3.46 | 88 | MI44400R | 2.00 | 50.8 | 4.06 | 103
45.0 MI37450R | 2.00 | 50.8 | 4.06 | 103 | MI44450R | 2.50 | 63.5|3.46| 88
50.0 MI37500R | 2.00 | 50.8 | 4.06 | 103 | MI44500R | 2.50 | 63.5 | 3.46 | . 88
55.0 MI37550R | 2.00 | 50.8 | 4.06 | 103 | MI44550R | 2.50 | 63.5 | 4.06 | 103
60.0 MI37600R | 2.50 | 63.5| 3.46 | 88 | MI44600R | 2.50 | 63.5 | 4.06 | 103
65.0 MI37650R | 2.50 | 63.5|3.46 | 88 | MI44650R | 2.50 | 63.5 | 4.06 | 103
70.0 MI37700R | 2.50 | 63.5| 3.46 | 88 | MI44700R | 2.50 | 63.5 | 4.06 | 103
75.0 MI37750R | 2.50 | 63.5 | 4.06 | 103 | MI44750R | 2.50 | 63.5 | 5.04 | 128
80.0 MI37800R | 2.50 | 63.5 | 4.06 | 103 | MI44800R | 2.50 | 63.5 | 5.04 | 128
90.0 MI37900R | 2.50 | 63.5 | 4.06 | 103 | MI44900R | 2.76 |70.00| 5.35 | 136
100.0 MI37999R | 2.50 | 63.5 | 5.04 | 128 = - = = =

20 |MI37075R200| 2.0 | 50.8 |3.07 | 78 |MI44075R200| 2.0 | 50.8 | 4.06 | 103
25 |MI37075R250( 2.0 | 50.8 | 3.07 | 78 |MI44075R250| 2.0 | 50.8 | 4.06 | 103
30 [MI37075R300| 2.0 | 50.8 | 3.46 | 88 |MI44075R300| 2.0 | 50.8 | 4.06 | 103
35 |MI37075R350| 2.0 | 50.8 | 3.46 | 88 |MI44075R350| 2.5 | 63.5|3.07 | 78
40 |MI37075R400| 2.0 | 50.8 | 4.06 | 103 [MI44075R400| 2.5 | 63.5|3.46 | 88
45 |MI37075R450| 2.0 | 50.8 | 4.06 | 103 |MI44075R450| 2.5 | 63.5|3.46 | 88
50 |MI37075R500| 2.5 | 63.5|3.07 | 78 |MI44075R500| 2.5 | 63.5 | 4.06 | 103
55 |MI37075R550( 2.5 | 63.5|3.46 | 88 |MI44075R550| 2.5 | 63.5 | 4.06 | 103
60 |MI37075R600| 2.5 | 63.5 |3.46 | 88 |MI44075R600| 2.5 | 63.5|4.06 | 103
65 [MI37075R650( 2.5 | 63.5|3.46 | 88 |MI44075R650| 2.5 | 63.5|5.04 | 128

70 |MI37075R700| 2.5 | 63.5 | 4.06 | 103 |MI44075R700| 2.5 | 63.5|5.04 | 128
80 |MI37075R800| 2.5 | 63.5 | 4.06 | 103 |MI44075R800| 2.5 | 63.5|5.04 | 128
35 [MI37100R350| 2.0 | 50'% | .06 | 103 |MI44100R350| 2.5 | 635|346 | 88
40 |MI37100R400| 2.0 |50.8 | 4.06 | 103 |MI44100R400| 2.5 | 63.5|3.46 | 88
45 [MI37100R450| 2.0 | 50.8"4.06 | 103 |MI44100R450| 2.5 | 63.5| 4.06 | 103
50 |MI37100R500( 2.5 | 63.5|3.46 | 88 |MI44100R500| 2.5 | 63.5|4.06 | 103
55 [MI37100R550| 2.5 | 63.5 | 3.46 | 88 |MI44100R550| 2.5 | 63.5|4.06 | 103
60 |MI37100R600| 2.5 | 63.5 | 3.46 | 88 |MI44100R600| 2.5 | 63.5| 4.06 | 103
65 |MI37100R650| 2.5 | 63.5 | 4.06 | 103 |[MI44100R650| 2.5 | 63.5| 4.06 | 103
70 |MI37100R700| 2.5 | 63.5 | 4.06 | 103 |MI44100R700| 2.5 | 63.5|5.04 | 128
80 |MM7100R800| 2.5 | 63.5 | 4.06 | 103 |MI44100R800| 2.5 | 63.5|5.04 | 128
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— - 052:0.03 - 0.52:0.03 -
o o (13.2:0.76) - (13.2:076) -
D+0.1220.05 D+0.12+0.05
(D+3:1.25) (D+3£1.25)
H£0.03 1 ~ H:0.03
076 O : (H=0.76)
:l
0.812£0.03 - - HERM 0.812:0.03
(20.620.76) (20.6+0.76)
Note: '
-t Dimensions without parenthesis are in inches, Dioos d |
Dz0.76] Round Case: Single Rating Diagram sel . . e D076 Round Case: Dual Rating Diagram
e J = within parenthesis are in millimeters. g
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OVAL CASE DUAL RATING

) 370VAC 440VAC
Capacitanc
F Part Case Part Case
p Number Style Number Style
- 3+15 MI37030V150 | ACO04 | MI44030V150 | ACOO04
- AMBER
. WEAVY DUTY 3+20 MI37030V200 | ACO04 | MI44030V200 | ACOO04
500VAC -C MI37100V.
100G P , Do oh 3425 MI37030V250 | ACO04 | MI44030v250 | ACO05
YW 50/60Hz - ““‘V/:g ‘g
¢ Shanaesrzn 3430 MI37030V300 | ACOO5 | MI44030V300 | ACOO5
ULFleEotizel . 10,000 AFC No POB'S
0 W ssotie 3435 MI37030V350 | ACOO5 | MI44030V350 | ACO05
N 3
UL Bt B2zt 3440 MI37030V400 | ACO05 | MI44030V400 | ACO06
= 3445 | MI37030v450 | ACOO05 | MI44030v450 | ACOO6 L
4+15 MI37040V150 | ACO04 | MI44040V150 | ACO04 maann ,
: 45/5,F26% :
4420 MI37040V200 | ACO04 | MI44040v200 | ACO04 o .
4+25 MI37040V250 | ACO04 | MI44040V250 | ACOOS5 s S2Adies: .
10,000 AFC No PCB's
4+30 MI37040V300 | ACO04 | MI44040V300 | ACO05 wam
4+35 | MI37040V350 | ACO04 | MI44040V350 | ACO06 i " i
Wads i Pekistan « . . o
370VAC 240VAC 4+40 MI37040V400 | ACO04 | MI44040V400 | ACOO6 . uL it
Epacitanc 4445 MI37040V450 | ACO04 | MI44040V450 | ACO06 » 4 e dsan
E Part Case Part Case A
K Number style Number style 5+15 MI37050V150 | ACO04 | MI44050V150 | ACO04
2.0 MI37020V ACO01 |  MI44020V ACO01 5+20 MI37050V200 | ACO04 | MI44050V200 | ACO04
3.0 MI37030V ACO01 |  MI44030V ACO01 5+25 MI37050V250 | ACO04 | MI44050V250 | ACO05 e e i
4.0 MI37040V ACO01| MI44040V AC002 5+30 MI37050V300 | ACOO5 | MI44050V300 | ACOO05
5.0 MI37050V ACO01 MI44050V ACO02 5435 MI37050V350 ACO05 MI44050V350 ACO06
6.0 MI37060V ACO01 |  Misa060v ACO02 5+40 MI37050V400 | ACOO5 | MI44050V400 | ACO06
7.0 MI37070V ACO12 |  MI44070V AC002 5+45 MI37050V450 | ACOO5 | MI44050V450 | ACOO06
7.5 MI37075V ACO12 |  MI44075V AC002 5+50 MI37050V500 | ACOO5 | MI44050V500 | ACOO7
8.0 MI37080V ACO02 |  MI44080V ACO02 5455 MI37050V550 | ACO06 | MI44050V550 | ACO07 — 0521003
8.5 MI37085V ACO02 | MI44085V ACO02 5+60 MI37050V600 | ACO06 | MI44050V600 | ACOO07 i | 0812:003
T (20.6£0.76)
9.0 MI37090V ACO02 |  MI44090V ACO02 5+70 MI37050V700 | ACO07 | MI44050V700 | ACOO7 -
9.5 MI37095V ACO02 |  MI44095V ACO02 7.5+20 | MI37075V200 | ACO04 | MI44075V200 | ACO04 | '
S g
10.0 MI37100V ACO02 Mi44100V ACO03 7.5+25 MI37075V250 ACO04 Mi44075V250 ACO05 H0.03 @ E,E
(H£0.76) St
12.0 MI37120V ACO02 | MI44120v ACO03 7.5+30 | MI37075V300 | ACO05 | MI44075V300 | ACOO5 | i
125 MI37125V ACO02 |  MI44125v AC003 7.5+435 | MI37075V350 | ACOO5 | MI44075V350 | ACO06 - .
+0.12+0.05
15.0 MI37150V AC003 | MI44150V AC003 7.5+40 | MI37075V400 | ACOO5 | MI44075V400 | ACO06 W+32125)
17.0 MI37175V AC003 MI44175V ACO03 7.5+45 MI37075V450 | ACO05 | MI44075V450 | ACO06 . Oval Case: Dual Rating Diagram
20.0 MI37200V ACO03 | MI44200v AC004 7.5+50 | MI37075V500 | ACO06 | MI44075V500 | ACO06
25.0 Mi37250V ACO003 MI44250V AC004 7.5+55 MI37075V550 | ACO06 Mi44075V550 | ACO06
30.0 MI37300V AC005 |  Mi44300v ACO05 7.5+60 | MI37075V600 | ACO06 | MI44075V600 | ACO06 )
35.0 MI37350V ACO05 MI44350V ACO05 8+35 Mi37080V350 | ACO05 MI44080V350 | ACOO5
40.0 MI37400V ACO05 MI44400V ACO05 8.5+20 MI37085V200 ACO04 Mi44085v200 ACO05
45.0 MI37450V ACO05 MI44450V ACO10 8.5+25 MI37085V250 | ACO04 Mi44085V250 | ACO05
50.0 MI37500V ACO05 Mi44500V ACO009 8.5+30 MI37085V300 ACO05 MI44085V300 | ACO05
55.0 MI37550V | ACOO5 | MI4d550v ACO09 85+35 | MI37085V350 | ACOO5 | MI44085V350 | ACOO6 ga;e bl U i
oae
60.0 MI37600V ACO10 MI44600V ACO07 8.5+40 MI37085V400 | ACOO05 | MI44085V400 | ACO06 inch mm inch mm inch mm
65.0 MI37650V ACO09 |  MI44650V ACO07 8.5+45 | MI37085V450 | ACOO05 | MI44085V450 | ACO06 ACO01 206 | 523 | 121 | 307 | 177 45
70.0 MI37700V ACO09 |  MI44700v ACO07 85450 | MI37085V500 | ACO06 | MI44085V500 | ACO06 ACO02 206 | 523 | 191 307 | o9 75
75.0 MI37750V ACO07 |  MI44750V ACO08 8.5+55 | MI37085V550 | ACOO6 | MI44085V550 | ACO06 ACO03 206 | 523 | 121 | 307 | 393 100
80.0 MI37800V ACO07 |  MI44800V AC008 10+20 MI37100V200 | ACO04 | MI44100vV200 | ACO05 ACO04 2814 714 | 181 | 460 | 295 75
10425 MI37100V250 | ACO04 | MI44100vV250 | ACOOS | | ACO05 281 | 714 | 181 | 60 | 393 100 .
10430 MI37100V300 | ACO05 | MI44100V300 | ACO06 ACO06 281 L ia e Bas | a6 125
L 10+35 MI37100V350 | ACOO5 | MI44100V350 | ACO06 AC007 355 | 904 | 1.88 | 478 | 3903 100
@ e 10+40 MI37100V400 | ACO05 | MI44100V400 | ACO06 ACO08 3.55 90.4 1.88 47.8 4.91 125
. 10445 MI37100V450 | ACO05 | MI44100vV450 | ACO06 ACO09 355 | 904 | 1.88 | 478 | 334 85
S .
- g8 10+50 MI37100V500 | ACO06 | MI44100V500 | ACOO07 ACO10 355 | 904 | 188 | 478 | 2095 75
H0. 2
H2078) - 10+55 MI37100V550 | ACO06 | MI44100V550 | ACO07 ACO11 355 | 904 | 1.88 | 47.8 | 255 65
:
10+60 MI37100V600 | ACO06 | MI44100V600 | ACO07 ¥ Aco12 206 | 33 | 101 | w7 | o5 65
W+0.12+0.05
(W+3£125)
Oval Case: Single Rating Di - ‘i : - - vy - : s
e e gl Note: Dimensions without parenthesis are in inches, within parenthesis are in millimeters.

AMBER CAPACITORS LIMITED

Head Office: 6-K, Commercial, Model Town, Lahore, Pakistan. Tel: +92-42-35916830-5 Fax: +92-42-35916836

e-mail: amber@ambercaps.com website: www.ambercaps.com é
USA Office: VARCOTRONIX, INC., 97W, 61st., Westmont, IL 60559-2617 g’
Tel: 1-630-655-0001 Fax: 1-708-585-9188 E

e-mail: info@varcotronix.com website: www.runcaps.com ’ A



