
Since f991

iltillGl
#;
"€r"4j@:rys.effi/

MOTOR RUN &
HID LAMP CAPAGITORS
Series Ml

,tf.Y"

ffi
UI Recognized Gomponent

tile# E 201712

ISO 9001:2015
CERTIFIED

IEC Compliant .E\,,
APPIIGATIONS:
For single-phase AC loads such as fans, motors,
air-conditioners, HID lamps etc.

GONSTRUCTION:
The capacitor elements are formed by winding low
loss, self healing, metallized polypropylene film on
thermoplastic cores. High speed computerized
winding machines are used for this purpose.
The film tension is maintained at a constant value
throughout the winding process assuring a first-class
producl.

GOiITAINER:
Aluminium cans with tin plate covers provided with
UL approved internal over-pressure interrupters.

!MPREGNATION:
lmpregnated in biodegradable,
non-polluting fluid (non-PC.B's)

TEGHNICAI. DATA:

" Series: Ml
. Standard: UL 810

" Capacitance Tolerance: +6/" (Other toterances availabte)

. Rated Voltages: 370, 440 VAC lottrer vottages avaitabte)

. Frequency: 50/60 Hz

. Rated Case Temperature: -25'C l+iO"C
(Other temperature ratings available)

. Dissipation Factor: Less than .0005

. Test Voltage between Terminals:
1 .5 x rated voltage for 10 seconds

. Test Voltage between Terminals and Container :

3000 VDC for 1 second
. Maximum Fault Current: 10,000 Amps

TERMINALS:
Single Rating:
2 Nos. Quadruple (4 blade) quick connect 0.25" (6.3mm)
Dual Rating:
1. No. Double (2 bl"ade) quick-connect 0.25" (6.3mm)
marked F
2. No. Quadruple (4 blade) quick-connect 0.25" (6.3mm)
marked Herm and C.
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HV AC CAPACITORS
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Recognized to U.S. & Canadian requirements
under the Component Recognition Program of

Underwriter Laboratories, lnc.
For 10,000 Amp Fault Current per UL 810
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MOTOR RUN / HID LAMP APPLICATIONS

IITPREGIIIATED'&' Pfi UTECIED

UL RECOGNIZED COMPONENT FOR 1O,OOO AFC

SELF HEALING PROPERTIES AND LOW DISSIPATTON FACTOR
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Round Case: Single Rating Diagram

ROUND CASE

DUAI RATING

ovAr cAsE
DUAI RATll,lG

i. f* - Round case: Duar Rating Diagram
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OUAL CASE

SINGTE RATING

Oval Case: Dual Rating Diagram

NOte: Dimensions without parenthesis are in inches, within parenthesis are in millimeters.
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